P Star Quad Microphone cable (L-4E6S / L-4E5C)

Product Name
Star Quad Microphone cable
Model Number

L-4E6S / L-4E5C

and extra strong, this standard diameter, 21 AWG cable fits perfectly in all XLR-type audic connectors. Forty
separate strands in each conducter eliminate breakage due to flexing. Available in 10 beautiful matte finish
color jackets.
L-4E5C
Product A narrow profile version of L-4E6S. Specifically designed to save space and reduce weight during remote
Image field expeditions or confining installations.

A L-4E6S
ﬁ The premier Star Quad cable for all handheld microphone applications. Flexible, satin smooth to the touch
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=Dielectric Strength = 500V AC/1min. Insulation Resistance/3Mft = &gt1000M chm.
*=Effective AWG of combined twin conductors.

Cond. Shield Nom. Nom. Nom Nom. Group
D.C.R. D.C.R. Cap. Cap. T Atten. Delay
Model ol P- Time

ohm/1000ft ohm/1000ft  pF/ft

V/1000ft  nS/ft
(ohm/100m) (chm/100m) (pF/m) (prm) (ohm) {/ ne

(V/100m) (nS/m)

&1t29.9 &lt9.1 46 57 0.9 1.80
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==*=Capacitance between twin Blue and twin White conductors.
TCapacitance between conductors to shield.
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Frequency Characteristics for L-4EGS (100m)



