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MULTI-FORMAT Clean Switch (Seamless)

• 6 x 1 Multi-format Clean Switch
• 3 HDMI Fixed Inputs 

• 1 VGA w/ Audio, 1 DVI w/ Audio, 1 YPbPr w/ Audio
(Removable modules, can be easily reconfigured)

• 12 bit Deep Color support, HDCP Compliant
• Up/down/cross conversions

• De-interlacing(interlace to progressive conversion)
• Output resolutions: 720P and 1080P
• IR remote control, RS-232 control

• Universal power supply
• 1 RU

CLN-SW-6x1-M
6 x 1 Multi-Format Clean Switch
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MODEL CLN-6x1-M

DESCRIPTION 6 x 1 Multi-Format Clean Switch with up/down/cross conversion

INPUTS (Default) 3 x HDMI 1 x DVI with Audio 1 x VGA with Audio 1 x YPbPr with Audio

VIDEO CONNECTORS 3 HDMI Type A Female 1 DVI Female 1 VGA Female 3 x RCA 

AUDIO CONNECTORS N/A 1 x 3.5 mm Jack 1 x 3.5 mm Jack 2 x RCA

CONTROL CONNECTORS 1 x RJ45, 1 x DB9, 1 x dip switch, 1 x terminal block for RS485 control cascade, 1 x IR (3.5 mm)

OUTPUT 1 x HDMI, 1 x VGA

OUTPUT RESOLUTIONS 720P, 1080P 60Hz

DIMENSIONS 384 mm D x 173 mm W x 45 mm H

WEIGHT 1885g

POWER 90 - 250 AC


