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SS500E
Adjustable Lightweight Loudspeaker / Equipment Stand

1601 JACK MCKAY BLVD. ENNIS, TEXAS 75119  U.S.A.
TELEPHONE: (800) 876-3333
FAX (800) 765-3435
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Features

•	 Supports	up	to	150lbs.

•	 Stand	Folds	to	a	Minimal	55"	for	Convenient	Portability

•	 	Height	Adjusts	from	55"	to	83"	for	Vertical	Flexibility	

•	 	Positive	Clamping	System	for	Slip-Free	Equipment	Support

Applications

The	Atlas	SS500E	is	ideal	for	elevating	sound,	monitor,	and	control	

equipment	for	touring	musicians	as	well	as	for	use	in	churches,	schools,	

theaters,	and	anywhere	needing	easy	transport,	set-up,	and	tear	down.	

The	lightweight	stand	provides	easy	vertical	positioning	at	a	variety	of	

heights	and	folds	for	quick	mobility	and	storage.	The	optional	SSA7	

platform	adapter	extends	application	versatility	to	speakers	without	stand	

pole	mounting	capability.

General Description

The	SS500E	was	designed	for	easy	transportability,	set-up,	and	tear-

down;	the	heavy-duty	aluminum	speaker	stand	SS500E	weighs	a	

mere	6.3lbs	and	supports	up	to	150lbs.	Additionally,	the	stand	folds	to	

a	minimum	length	of	55"	making	it	a	great	portable	stand	for	touring	

musicians	and	in	churches,	schools,	and	theaters.	The	height	adjusts	

from	55"	to	83"	for	versatile	positioning	and	support	of	sound,	monitor,	

and	control	equipment.	

Stand	is	equipped	with	a	positive	clamping	system	with	safety	pin	to	

assure	slip-free	support	of	elevated	equipment.	Reversible	vertical	tube	

assembly	contains	11⁄2"	and	13⁄8"	tubing	ends.	Clutch	mechanism	includes	

a	protective	insert	for	scratch-free	height	adjustment.	The	stand	is	

finished	in	non-reflective	ebony	and	the	clutch	mechanism	includes	a	

protective	insert	for	scratch-free	height	adjustments.

The	optional	universal	platform	adapter	SSA7	for	the	Atlas	SS500E	

features	two	3⁄8"	x	2"	slots	plus12	equipment	mounting	holes	to	meet	a	

variety	of	support	applications.	Mounting	holes	also	match	OmniMount™	

30	and	60	Series	patterns.	Material	is	steel	and	the	finish	is	ebony.

Specifications

SS500E Speaker Stand

Base Type 46"	(1168mm)	Tripod

Height Span 55"	–	83"	(1397mm	–	2108mm)

Finish Ebony

Weight 6.3lbs	(2.86Kg)

SSA7 Top Adapter

Base Type Universal	Platform

Mounting Pattern Two	3⁄8"	-	2"	Slots	&	Twelve	Holes

Finish Ebony

Weight 1lb	(.45Kg)

SSA7

SS500E
Shown with  

SM12CXT Mounted Via  
SSA7 Speaker Adapter 

(SSA7 & SM12CXT  
Sold Separately)
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5.384.69

3.50

(2x)Ø .270  x 1.625

2.75

5.00

4.25

2.00

(12x)Ø .270

SSA7 Illustration & Dimensions
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(6.9mm)
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