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Always expanding…

The wide world of
    Canare connectors
75Ω Mini Coax Plugs(Crimp Type)
DIN1.0/2.3

75Ω Mini Coax Receptacles
( Board-Mounted Type )

DIN1.0/2.3

75Ω BNC Plugs ( Crimp Type )

BCP-B25HD

BCP-B26

BCP-B3F

BCP-B4F

BCP-B5F

BCP-B53

L-2.5CHD

-

L-3CFB , LS-3CFB

L-4CFB , LS-4CFB

L-5CFB , LS-5CFB

L-4.5CHD

-

1855A

-

BCP-B31F L-3CFW -

1505A

-

1694A

BCP-B51F L-5CFW -

Compatible CableModel Belden

These high-end BNC plugs easily 
handle 3GHz performance, and they 
help with cable matching to realize 
even stronger high-end performance.

These mini input-output coaxial connectors 
are ideal for routers, switchers, and similar 
equipment.　　　　
Canare’s extensive knowledge of the 
world of connectors now brings
them in Canare’s shape
complying to the standard
DIN 1.0/2.3

DCP-C25HD
DCP-C3F

BCP-B series

DCJ-LR

For L-2.5CHD,1855A
For L-3CFB

Ball lock mechanism 
smoothes connection with 
the receptacle and keeps 
the connector locked firmly 
in place.　　　　　　　　　

Patent Pending
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