Talon Desktop User Interface

e --.

Talon IP Setup

Use DHCP M
Local IP Address |172.16.10.59
Local Metmask 255.255.255.0
Default Gateway 172 16101
DNS Server IP 1 |8 888

DNS Server IP 2 (884 4

Osprey® Talon SAH-E23
build: 1.1.0.66

serial number: TA15430006

mode: 1x3 MBR Mode

device name: SAH-E22

Build Date: 01-28-2016-11:37:11 AM
Device Management

Operating Mode: | 1x3 MBR Mode v‘

Video Status

Osprey® Talon SAH-E23
build: 1.1.0.66

serial number: TA1543000&

mode: 1x3 MBR Mode

device name: SAH-E23

[en [Bitrate (Kbps) [Actual Bitrate  [FPS [actual FPs [key-frame FPS  [Width [Height |
[2 |700.00 |s69.75 |s0.0 |s0.0 1.0 leso 250

Audio Status

[channel [Subch I [codec |
[1 1 |fdk_saclc |
Stream Status

[channel JurL [Frames |
1 |rtmp://1.21750574 . fme. ustraam. tv/ustreamVideo/2 1790574//VQksHKQTV25dChSZmsFmISVRLIRZEkS 448 |
Input Status

Input Resolution FPS

HD-SDI1 1920x1080p 59.94

COMPOSITEZ 720x480i 29.97

Auto Refresh [

N




Stream 1 Controls

Encoder Setup

status: RUNNING

Output Setup
Cutput Format RTMP

XML Fila:

Browse

RTMP:// | 1.21790574 fme_ustream. twiu

Authentication | Dizable

Frame Align | False

W

W

. HD-5DI W
Video Source
16:9
Video Resolution | 640x360 w
Video Bit Rate | 700K
Frame Rate Divider 1 W
video Profile  High W
GOP Size |60 Frames L
Mumber of B-frames [ L
Deinterlacing | Deinterlace L
Maximum Delay 2000
Audio Enable | True W
Audio
Info
Sub Channal 1 Sub Channel 2
Enable yes w| |¥ES
Source HD-SDI v |Analog
Codec |[ARM AACLC wv| |ARMAACLC
Sample 48000 Hz
Ante 43000 Hz o
Bit Rate 95 Kbps v |36 HKbps
Mode |stereo \| |stereo

Sub Channel 3

v |no

v |HD-5DI

~  |ARM AACLC

Sub Channel 4

W no

v |HD-5DI

v |ARM AACLC

&% 48000 Hz W 48000 Hz
% |96 Kbps | |96 Kbps
hd stereo hd stereo




Talon Finder

Serial Mumber Device Mame |P Address MAC Address Description
TA15430006 SAH-EZ3 152.168.10.175 B4:99:4C:B1:00:04 Osprey SAH-EZ3 1.1.0.66

Find Talons

hittp -/ Awww ospreyvideo com

Mobile Interface

Osprey® Talon SAH-E23
build: 1.1.0.66

serial number: TA16010003

mode: 1x3 MBR Mode

device name: Talon_G1_Encoder

Stream 1 Controls

status: IDLE

Output Setup

S E—

Dest Address | 239.00.1




