
Specifications	 SP4AWE/SP4AWEW	 SP4AWET/ SP4AWETW
RMS	Power	....................................25W	 25W
Max.	Power:....................................40W	 40W	
Transformer	Type	...........................N/A	 70/25V	(selectable)
Transformer	Power	Taps	................N/A	 20W,	15W,	10W	&	5W
Termination	Type	............................Press	terminal	 Press	terminal
Sensitivity	(1W/1M)	.........................84dB	 84dB
Maximum	SPL	(Pmax/1m)	..............104dB	 104dB
Driver	Impedance	...........................8	Ohms	 8	Ohms
Magnet............................................9	oz.	ferrite	 9	oz.	ferrite
Frequency	Response	Range	..........75Hz	~	20kHz	 75Hz	~	20kHz
Dispersion	@	1000Hz	....................180º	conical	 180º	conical
Driver	..............................................4”	Mica/Polypropylene	woofer,		 4”	Mica/Polypropylene	woofer,	
	 	 0.75”	Silk	tweeter	 0.75”	Silk	tweeter
Speaker	Dimensions	......................6”	(W)	x	9.5”	(H)	x	6.5”	(D)	 6”	(W)	x	9.5”	(H)	x	6.5”	(D)
Weight	............................................5.5	lbs.	 5.5	lbs.
Material	...........................................Body:	High	impact	polystyrene	 Body:	High	impact	polystyrene
	 	 Grille:	Treated	metal	 Grille:	Treated	metal
	 	 Bracket:	Treated	metal	 Bracket:	Treated	metal

•	Rounded,	stylish	design
•	Horizontal-swivel	mounting	bracket
•	Weather-resistant	design
•	70/25V	selectable	transformer	(SP4AWET,	SP4AWETW)
•	Lifetime	warranty

All-Weather Elite Series 4” Speakers 
With or Without Transformers

SP4AWE	 	Black	(sold	in	pairs)
SP4AWEW	 	White	(sold	in	pairs)

SP4AWET	 	Black,	with	transformer	(sold	individually)
SP4AWETW	 	White,	with	transformer	(sold	individually)

Features

Speco	Technologies	is	constantly	developing	and	improving	products.
We	reserve	the	right	to	modify	product	design	and	specifications	without	notice	
and	without	incurring	any	obligation.	Spec	Rev.	11/14/14
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