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•	 WP-1	–	Single	Channel	Wall	Plate-Male	XLR-3	type	connector.

•	 WP-2	–	Single	Channel	Wall	Plate	with	two-channel	switch-Male	XLR-3	type	connector.

•	 WP-3–	Two-Channel	Wall	Plate-Male	XLR-6	type	connector.

•	 Clear-Com	Compatible

Features

WP-1, WP-2, WP-3
Wall	Plates

Line Drawings
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Specifications

Order Information

For ordering information, contact your regional sales representative at:
http://rtsintercoms.com/us/intercom/contact

Connectors
WP-1	....................................................................................................................................................................................3-pin	male	XLR

WP-2	.................................................................................................................................................... 3-pin	male	XLR	with	channel	select

WP-3	....................................................................................................................................................................................6-pin	male	XLR

Construction
Stainless	steel	finished	in	non-glaring	black.

•	 WP-1	•	Wall	plate	3-pin	XLR

•	 WP-2	•	Wall	plate,	channel	1/2	selector	switch,	3-pin	XLR

•	 WP-3	•	Wall	plate,	two	channel,	6-pin	XLR

The	specification	information	is	preliminary	and	is	subject	to	change	without	notification.
Brand	names	mentioned	are	the	property	of	their	respective	companies.
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