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I N S T A L L AT I O N  I N S T R U C T I O N S

INSTALLATION INSTRUCTIONS

WARNING: OVER TIGHTENING OF SCREWS CAN DAMAGE
PARTS AND CAN LEAD TO SERIOUS PERSONAL INJURY
AND DAMAGE TO EQUIPMENT! DO NOT over tighten screws
when installing mounting buttons.

Flush Mount Display Interface Installation

1. Place display face down on a clean dry surface.

2. Assemble mounting buttons (A) to display using four M4 x 20mm
(D) Phillips pan head screws.  (See Figure 1)

Figure 1

Recessed Mount Display Interface Installation

1. Align and place four spacers (B or C) over mounting holes in
display back. (See Figure 2)

2. Place mounting buttons (A) over four spacers (B or C). (See
Figure 2)

3. Assemble mounting buttons (A) to display using four M4 x 25mm
(E) or four M4 x 30mm (F) Phillips pan head screws through
spacers. (See Figure 2)

Figure 2
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FSB-75100
Small Display Interface Kit

Unpack carton and verify kit contents. If any listed parts are missing, immediately contact a Chief Customer Service representative.

WARNING: IMPROPER INSTALLATION CAN LEAD TO EQUIPMENT FALLING CAUSING SERIOUS PERSONAL INJURY AND
DAMAGE TO EQUIPMENT! DO NOT substitute hardware. Use only hardware supplied by manufacturer!

TOOLS REQUIRED FOR INSTALLATION / PARTS

    B (4)
3/4" x 1/4"

    C (4)
3/4" x 1/2"

      D (4)
M4 x 20mm       E (4)

M4 x 25mm

      F (4)
M4 x 30mm

           A (4)
[Mounting buttons]


