Matrix Multi-Viewer
Presentation Switch
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THE IDEAL SOLUTION

A must have for any classroom, boardroom, game room, or any other situation
where you need an array of sources coming together on one or two displays. In
Multiview mode you can have four sources on the display at the same time, in any
configuration you can think of. The Presentation Switch also handles the changing
of inputs completely seamlessly giving you zero delay. Use that new 4K display
with the 4K Quadview mode spliting your screen into 4 equal sections with one
input displayed in each section. Let us help you make a diverse, useful setup for
your client.
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HIGH-DEFINITION MULTIMEDIA INTERFACE HIGH-BANDWIDTH DIGITAL CONTENT PROTECTION
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Output 1 Selecti
IR Receiver Eye 4 Y W 2K

LCD Screen Outputi

HDMI  VGA  YPbPr

: AC—MXMV' 22-UH D Multi-Format Seamless Matrix Viewer
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Composite Composite Composite Composite
Video 1 Video 2 Video 3 Video 4

Component Component Component Component
RS-232 Video 1 Video 2 Video 3 Video 4
@b ntbi Stereo Stereo Stereo Stereo Audio Output
Audio 1 Audio 2 Audio 3 Audio 4
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AC-MXMV122-UHD Specifications D i vers i t I A d a t a b i I i t
Par t Description y p y
HDMI Version 1.4/DVI
HDCP 1.4 A y . . 4 . .
Video Inputs: -Instant seamless switching eliminates confusion when switching sourc-
cg;’“ : es so your customer can offer smooth professional presentations.
Component 4
Composite 4 -Limitless configurations allows maximum flexibility so information can
Input Resolutions supported ANY . . .
‘Audio Inputs: be conveyed any way you like making your project truly CUSTOM.
2CH (RCA) 4
2CH (3.5mm Tip/Ring/Sleave Jack w/ VGA) - —Multiple i_nput_ formats ensures compatibility with any source so once
Video Outputs: this goes in it is a true single box solution, no need for converters...ever.
HDMI 2
Resolutions Supported 4K60 In 4K Quadview, 1080P . ) . . <"
Audio Outputs: -4K Quad View offers pixel to pixel accuracy on 4K displays providing
2CH (Ubalanced) 2 . . . . . .
BT DTSHD, Dolby rueHD (On HDMI) an ultra crisp mulh—weyv so the mformahon can be viewed on very large
2CH PCM (On de-embedded 2CH screens and at close distances, making your project stand out.
Control Front Panel, IR Remote, IR, RS-232
Power Consumption 20 Watts ) ) ; ) )
‘r’JJrrje:tsions ‘”'3‘""‘;2;’,3,’*“'65’ -Matrix Switching so you can show a multi-view on one screen and a
el - S 4 &
g ————— : full screen on another for robust multiscreen presentations allows you
" utput 1 utpit2 even more unigue options, especially in larger rooms
Configuration 1 4K Quad Split 4K Quad Split
Configuration 2 2K Quad Split 4K Quad Split
Confi tion 3 4K Quad Split Single Switched S _ _ i ao 34
e AL G R Kondsaie ] -Custom pr_esets Iet_s you pre c_onﬁgure states” so your customer_ can
Cofionn ot prowntal Single Switched Source|  3CCESS desired configurations instantly at the push of a button, mini-
Configuration 7. Single Switched Source single switched source|  MiZING after install support and making happy customers.
Configuration 8 Multi-View (Custom) Multi-View (Custom)
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