
1-800-959-3343 / 317-842-2600
9955 Westpoint Drive, Suite 101, Indianapolis IN USA 46256 84

6-
81

2.
Su

bD
ud

e-
II 

& 
HT

 S
pe

c 
Sh

ee
t.i

nd
d 

- 
M

ay
 9

, 2
01

3 
1:

18
 P

M

SubDude-II™/SubDude-HT™  
Subwoofer Isolators

Features:

 Improves the sound of your subwoofer!

 Decouples your subwoofer from the floor

 Reduces coloration and muddy resonance

 Improves your sub’s clarity and extends its  
perceived low-frequency response

 Diminishes structural vibrations for less resonance

 Reduces sound transmission to neighboring spaces

The new Auralex® SubDude-II™ and the larger SubDude-HT™ are lower profile versions 
of our classic SubDude. The SubDude-HT’s expanded size accommodates popular, 

larger-footprint home theater subwoofers. The design, based on an Auralex patent, 
features a functionally inert 3/4”, velour-covered, MDF platform supported by a 1” 

base layer of sturdy Auralex Platfoam™ that is an effective isolation boundary 
to decouple the subwoofer from the floor underneath.

This combination of materials dramatically diminishes structural vibrations 
and resonances, resulting in reduced coloration, tighter bass and a 

perceived extension of the subwoofer’s low-frequency response.

Design features © Copyright 1994, 2013. Auralex and Total Sound Control are registered trademarks and 
SubDude-II, SubDude-HT, PlatFoam and Real-World Acoustics are trademarks of Auralex Acoustics, Inc.  
All rights reserved. Infringement will be subject to criminal prosecution. Proudly designed and manufactured 
in the U.S.A. Patent Pending. Design and specifications are subject to change without notice.

SubDude-HT/SubDude-II Product Specifications:

Dimensions
HT - 18” wide x 22” deep x 1.75” high

II - 15” wide x 15” deep x 1.75” high

Construction ¾” Velour-covered MDF base

Isolation 1” Platfoam Base


